What is Claimed is: 

/f . A medical information management system comprising: 
an information management center adapted to receive and manage medical 
information associated with a patient; / 

a patient appliance having an input/output device, a processor, and a 
memory, wherein a patient interacts with the pajftent appliance, via the input/output 
device according to a patient tailored presenta/ion that is generated by the processor based 
on data stored in the memory, to provide menical information to the patient appliance, 
review information stored in the patient appliance, or both; 

means for selectively establishing a first communication link between the 
information management center and a patient appliance assigned to a patient whose 
medical information is being managea by the information management center for 
communicating data from the patient/ appliance to the information management center or 
from the information management center to the patient appliance; 

means for selectively establishing a second communication link between 
the information management cemter and a healthcare professional terminal of a healthcare 
professional supervising a patient whose medical information is being managed by the 
information management center, wherein interaction between the healthcare professional 
terminal and the information management center via the second communication link is 
governed by a healthcare professional-management center protocol so that a healthcare 
professional interacting/with the information management center via the healthcare 
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professional terminal is provided with a healthcare professional tailored presentation 
different from the patient tailored presentation; and / 

means for selectively establishing a third communication link between the 
information management center and a third party /erminal of a third party authorized by a 
patient whose medical information is being managed by the information management 
center to allow such a third-party access to atieast a portion of the medical information 
associated with such a patient for reviewing same, wherein interaction between such a 
third party terminal and the information management center via the third communication 
link is governed by a third party-management center protocol, so that a third party 
interacting with the information management center via the third party terminal to review 
the medical information associated with a patient is provided with a third-party tailored 
presentation different from the patient tailored presentation and different from the 
healthcare professional tailored presentation. 

^2f. A medical information system according to claim 1, wherein the first 
communication link, the second communication link, or the third communication link is 
an internet based communication link, a telephone based communication link, a LAN 
communication link, or a AVAN communication link. 

ft. A mddical information system according to claim 1, wherein the 
information management center includes: 
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^6T A medical information system according to claim 1, wherein the 
information management center includes a database adapted to store at least one 1) 
general medical information not specific to the medical information associated with a 
patient and 2) location information indicating where such General medication information 
is located, and wherein at least one of a patient and a thfrd party can access at least one of 
the general medical information and the location information via the first communication 
link and the second communication link, respectively. 

A medical information system according to claim 1, wherein the third 
party tailored presentation, the patient tailored presentation or the healthcare professional 
party tailored presentation includes a firs/ field in which the patient information is 
displayed and a second field in which ^n advertisement is displayed. 

/ 

A medical information system according to claim 1, at least one the f £r [) 
means for establishing a first communication link, means for establishing a second 
communication link, and means/for establishing a third communication link includes a 
voice synthesizing capability st> that information can be communicated orally via at least 
one of the first, second, and tHird communication links. 

/4. A medical information system according to claim 1, wherein at least 
one the means for establishing a first communication link, means for establishing a 
second communication limk, and means for establishing a third communication link also 
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allows for an associated patient, healthcare professional, and/third party to select a 
communication medium by which information is providetl 

-HtT. A medical information system according to claim 1 , wherein the 
patient appliance further comprises means for providing a providing a positive pressure 
therapy to a patient. / 

Af. A method of managing medical information comprising: 

providing an information management center adapted to receive and 
manage medical information associated with a patient; 

providing a patient appliance having an input/output device, a processor, 
and a memory, so that a patient interacts with the patient appliance, via the input/output 
device according to a patient tailored presentation that is generated by the processor based 
on data stored in the memory, to provide medical information to the patient appliance, 
review information stored in the patient appliance, or both. 

selectively establishing a first communication link between the 
information management center and the patient appliance assigned to a patient whose 
medical information is being managed by the information management center for 
communicating data from the patient appliance to the information management center or 
from the information management center to the patient appliance; 

selectively establishing a second communication link between the 
information management center and a healthcare professional terminal of a healthcare 
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professional supervising a patient whose medical information i^being managed by the 
information management center, wherein interaction betweeil the healthcare professional 
terminal and the information management center via the s/cond communication link is 
governed by a healthcare professional-information management center protocol so that a 
healthcare professional interacting with the information management center via the 
healthcare professional terminal is provided with a healthcare professional tailored 
presentation different from the patient tailored presentation; and 

selectively establishing a third communication link between the 
information management center and a third pArty terminal of a third party authorized by a 
patient whose medical information is bein^managed by the information management 
center to allow such a third party access to at least a portion of the medical information 
associated with such a patient for reviewing same, wherein interaction between such a 
third party terminal and the information management center via the third communication 
link is governed by a third party-management center protocol so that a third party 
interacting with the information management center via the third party terminal to review 
the medical information associated with a patient is provided with a third-party tailored 
presentation different from the patient tailored presentation and different from the 
healthcare professional tailored presentation. 

J/£. A metnod according to claim 11, further comprising: 
periodically receiving, at the information management center, patient 
information via the firs! communication link; 
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processing the periodically received patient information; and 
automatically providing a notification to at least one of a patient, a 
healthcare professional, and a third party responsive tc/ one of 1) a patient failing to 
provide the patient information, and 2) the patient information falling outside a 
predetermined threshold. / 

A method according to olaim 11, further comprising: 
preparing a summary of the medical information managed by the 

information management center; and / 

providing the summaw to at least one of 1) a patient via the first 

communication link, 2) a healthcare professional via the second communication link, and 

3) an authorized third party via tMe third communication link. 

Jl4. A methoa according to claim 1 1 , further comprising providing 
reminders to at least one of a patient, a healthcare professional, and an authorized third 
party instructing a patien/to one of 1) comply with a prescribed therapy or treatment, and 
2) perform a monitoring function. 

yi. Pi method according to claim 1 1 , further comprising: 
storifig at least one 1) general medical information not specific to the 
medical information associated with a patient and 2) location information indicating 
where such general medication information is located; 
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providing a patient access to the general medjcal information and the 
location information via the first communication link; and 

providing a third party access to the general medical information and the 
location information via the third communication Jink. 

n ^ 16. A method according to claim 1 1, further comprising providing a first 
field in which the patient information is displayed and a second field in which an 
advertisement is displayed in the third party tailored presentation, the patient tailored 
presentation or the healthcare professional party tailored presentation. 

Ai. A method according to claim 11, further comprising providing the 
information management cente/ with a voice synthesizing capability so that information 
can be communicated orally via at least one of the first, second, and third communication 
links. / 

^\%. A method according to claim 11, further comprising: 
receiving a communication medium instruction from at least one of a 

patient via the first communication link, a healthcare professional via the second 

communication linW and a third party via the third communication link; and 

conjmunicating information to at least one of a patient, a healthcare 

professional, and a third party via a communication medium designated by the 

communication medium instruction. 
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A method according to claim 11, further comprising providing a 
providing a positive pressure therapy to a patient via the patient appliance. 

A patient interface appliance con^prising: 
a housing; / 

at least one input device associated with the housing for providing input 
information to the patient interface appliancp responsive to a patient manually actuating 
the input device; / 

a display provided on tip housing; 

a processor within thor housing and adapted to receive the input 
information from the input device/and to control a presentation of information provided 
on the display such that the dismay includes a general information field and an 
advertisement field; / 

a memory a/sociated with the processor for storing data including: (1) 
query display commands/to display a plurality of queries pertaining to a patient's medical 
condition in the gene™ information field presented in a patient survey, (2) the input 
information entered via the input device in response to a query, and (3) an advertisement 
display command to display an advertisement in the advertisement field; and 

information transferring means associated with the processor and memory 
for communicating information from the patient interface appliance to a medical 
information management center. 
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21 . A patient interface appliance according to claim 20, further 
comprising an audio output device operatively coupled to the processor and adapted to 
generate an audio output based on a signal from /he processor. 

22. A patient interface appliance according to claim 20, further 
comprising a visual indicator associated with one of the housing and the display and 
adapted to provide a visual indicator to a user that at least one of the following conditions 
exist: (1) the patient interface appliance m a stand-by mode, and (2) a message is 
available for review via the display. / 

23. A patient interface appliance according to claim 20, wherein the 
display commands include a main page display command to display a main page, which 
includes a plurality of user selectable options, in the general information field, wherein 
one of the plurality of user selectable options is a start patient survey option for initiating 
the patient survey in which therolurality of queries are presented in the general 
information field and responses to the queries are received via the input device. 

24. A patient interface appliance according to claim 23, remaining other 
of the plurality of user selectable options include at least one of the following: 



-70- 



(1) a contact information display option for displaying contact information 
in the general information field for contacting at least one of /healthcare professional, a 
medical service provider, and a medical product provider; 

(2) a general medical information displawoption for displaying general 
medical information in the general information field; and 

(3) a.catalog information display for d/splaying information used to order 
at least one of a product and service. 

25. A patient interface appliance/according to claim 20, wherein the 
processor includes means for providing a survey completion reward to a user responsive 
to completing the patient survey. 

26. A patient interface appliance according to claim 25, wherein the 
survey completion reward includes at least one of: (1) access to an interactive game 
presented on the display, (2) registration in a prize drawing, and (3) accumulation of a 
predetermined number of credits thajf can be applied to the acquisition of a good or 
service. 

27. A patient interface appliance according to claim 20, wherein the 
processor establishes a communication link with the information management center via 
the communication terminal f©r at least one of: 



-71- 



(1) downloading to the information management center the input 
information entered via the input device; 

(2) modifying the display commands; an 

(3) modifying the advertisement display commands. 

28. A patient interface appliance according to claim 20, further 
comprising a medical equipment terminal (disposed on the housing and operatively 
coupled to the processor to allow data t^be downloaded to the processor from an external 
medical device. 

29. A patient interface appliance according to claim 20, further 
comprising a pressure generator adapted to receive a supply of breathing gas and produce 
a flow of breathing gas at a/pressure above ambient atmospheric pressure. 

30. A natient interface appliance comprising: 
a housing; 

inputting means for providing input information to the patient interface 
appliance from a user; 

outputting means, disposed on the housing, and having a display area for 
providing visual indicia to a user; 
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processing means for receiving the input information from the inputting 
means and for controlling the outputting means such that the^isplay includes a general 
information field and an advertisement field; 

storing means for storing data including/at least one of: (1) query display 
commands to display a plurality of queries pertaining to a patient's medical condition in 
the general information field presented in a patient survey, (2) the input information 
entered via the inputting means in response tcr a query, and (3) an advertisement display 
command to display an advertisement in the advertisement field; and 

means for communicating the data stored in the storing means with a 
medical information management center. 

31 . A patient ii^erface appliance according to claim 30, further 
comprising means for generating an audio output based on a signal from the processing 
means. 

32. A j/atient interface appliance according to claim 30, wherein the 
storing means also stores a message from an external source to be provided to a user, and 
further comprising/means for notifying a user that the message is available for review. 

}3. A patient interface appliance according to claim 30, further 
comprising m^ans for providing a survey completion reward to a user responsive to such 
a user completing the patient survey. 
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34. A patient interface appliance according to claim 30, further 
comprising means for communicating data from an external njedical device to the 
processing means. 

35. A patient interface appliance according to claim 30, further 
comprising pressure generating means for producing a flow of breathing gas at a pressure 
above ambient atmospheric pressure for delivery to an airway of a patient. 

36. A method of monitoring a patient, comprising: 

(1) providing a patient interface appliance comprising: 

a housing, 

at least one irfput device associated with the housing, 
a display disposed on the housing adapted to include a general 

information field and ah advertisement field, 

a processor disposed within the housing, 

a memory associated with the processor, and 

information transferring means, associated with the processor and 

memory, for communicating information from the patient interface appliance; 

(2) storing in the memory: 
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query display commands to display a plurality of queries pertaining 
to a patient's medical condition in a general informatioii field of the display in a 
patient survey, 

input information entered via the itfput device in response to a 

query, and 

an advertisement display command to display an advertisement in 
an advertisement field of the display; / 

(3) displaying an advertisement irr the advertisement field based on the 
advertisement display command; / 

(4) displaying a patient surWy comprising a plurality of queries in the 
general information field based on the emery display commands; 

(5) receiving input information from the patient via the input device for 
each query; and / 

(6) transmitting the input information response to a medical information 
management center via the/information transferring means. 

37. A method according to claim 36, wherein transmitting the input 
information response includes at least one of: 

/ automatically establishing a communication link with the medical 
information management center responsive to an occurrence of a predetermined event, 
and/ 
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establishing the communication link responsive to a user manually 
actuating the input device; and 

transmitting the input information to the/hiedical information management 
center responsive the communication link being established. 

38. A method according to clairr/36, further comprising: 
establishing a communication jink with the medical information 

anagement center; and 

at least one of (1) modifying the display commands, and (2) modifying the 
advertisement display commands bas^d on information provided by the information 
management center. 

39. A method according to claim 36, further comprising: 
storing in the/memory a message from an external source; and 
providing ohe of a visual indication and an audio indication that the 

message stored in the memory is available for review. 

40. AAnethod according to claim 36, further comprising providing a user 
with a survey completion reward responsive to a such user completing the patient survey. 

41 . / A method according to claim 40, wherein providing such a user with a 
survey completion reward includes at least one of: 
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(1) providing access to an interactive game for presentation on the display, 

(2) registering such a user in a prize drawing, ajKl 

(3) awarding such a user a predetermined number of credits that can be 
applied to the acquisition of a good or service. 

42. A method according to claim 3t>, further comprising communicating 
data from an external medical device to the parent interface appliance for transmission to 
the medical information management center/ 

43. A method according to claim 36, further comprising generating a flow 
of breathing gas at a pressure abovp ambient atmospheric pressure for delivery to an 
airway of a patient. 

44. A patient interface appliance comprising: 
a housing; 

at leasr one input device associated with the housing for providing input 
information to theypatient interface appliance responsive to a user manually actuating the 
input device; 

fa display provided on the housing; 

a processor within the housing and adapted to receive the input 
informatidh from the input device and to control a presentation of information provided 
on the display; 
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a memory associated with the processor for storing data including: (1) 
query display commands to display a plurality of queries pertaining to a patient's medical 
condition presented in a patient survey, (2) the input information entered via the input 
device in response to a query, wherein the processor Executes the patient survey, in which 
a user is prompted to provide a response to a quefy or to provide requested information, 
and wherein the processor provides a user witn a survey completion reward responsive to 
a such user completing the patient survey/and 

information transferrin/ means associated with the processor and memory 
for communicating information from the patient interface appliance to a medical 
information management cente/ 

45. A patient interface appliance according to claim 44, wherein the 
patient a survey comnnses a plurality of queries presented on the display and the survey 
completion reward/is provided only if a response is provided to each of the plurality of 
queries. / 

/ 46. A patient interface appliance according to claim 44, wherein the 
survey completion reward includes at least one of (1) access to an interactive game for 
presentation on the display, (2) registration in a prize drawing, and (3) accumulation of a 
predetermined number of credits that can be applied to the acquisition of a good or 
service. 
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47. A patient interface appliance according to claim 44, further 
comprising a pressure generator adapted to receive a supplyM breathing gas and produce 
a flow of breathing gas at a pressure above ambient atmospheric pressure. 

48. A patient interface appliance comprising: 
a housing; / 

inputting means for providing input information to the patient interface 
appliance from a user; / 

outputting means, disposed oit the housing, and having a display area for 
providing visual indicia to a user; / 

processing means for (a) receiving the input information from the 
inputting means, (b) controlling a presentation of information provided on the displaying 
means such that a main menu is displayed on the displaying means from which a user can 
chose to execute a patient survey, in/which a user is prompted to provide a response to a 
query or to provide requested information, and (c) providing a user with a survey 
completion reward responsive toJsuch a user completing the patient survey; 

means for storing data including: (1) a query display command to display 
the query pertaining to a patient's medical condition presented in the patient survey, (2) 
the input information entered via the input device in response to the query; and 

means for communicating the data stored in the storing means with a 
medical information management center. 
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49. A patient interface appliance according to claim 48, wherein the 
processing means displays a plurality of queries in the patient surface and the survey 
completion reward is provided only if a response is provided to each of the plurality of 
queries. / 

50. A patient interface appliance according to claim 48, wherein the 
survey completion reward includes at least one of (1) access to an interactive game for 
presentation on the display, (2) registration in a prize/drawing, and (3) accumulation of a 
predetermined number of credits that can be applied to the acquisition of a good or 
service. / 

51 . A patient interface appliance according to claim 48, further 
comprising pressure generating means for producing a flow of breathing gas at a pressure 
above ambient atmospheric pressure for aelivery to an airway of a patient. 

52. A method of monitoring a patient, comprising: 
(1) providing a patient/ interface appliance comprising: 

a housing, / 

at least one input device associated with the housing, 
a display disposed on the housing adapted to include a general 
information field and an advertisement field, 

a process/or disposed within the housing, 
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a memory associated with the processor, and 
information transferring means, associated with the processor and 
memory, for communicating information from tl/e patient interface appliance; 

(2) storing in the memory: 

query display commands to display a plurality of queries pertaining 
to a patient's medical condition in a patient survey, and 

input information entered v^a the input device in response to a 

query; 

(3) displaying a patient survey comprising a plurality of queries in the 
general information field based on the query display commands; 

(4) receiving input informatpn from the patient via the input device for 
each query; and 

(5) providing a user witiya survey completion reward responsive to 
completion of the patient survey. 

53. A method according to claim 52, further comprising transmitting the 
input information to a medical information management center via the communication 
terminal. 

54. A methodikccording to claim 52, providing a user with a survey 
completion reward includes it least one of (1) providing access to an interactive game for 
presentation on the display ,/(2) registering the user in a prize drawing, and (3) 
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accumulating a predetermined number of credits that can be applied to the acquisition of 
a good or service. 

55. A method according to claim 52, furtiner comprising generating a flow 
of breathing gas at a pressure above ambient atmospheric pressure for delivery to an 
airway of a patient. 



56. A method of subsidizing costsr associated with compiling and 
maintaining a medical information management system, comprising: 

a) providing a medical information management system comprising: 

1) a patient appliance having an input/output device, a processor, 
and a memory, wherein a patient/interacts with the patient appliance via the 
input/output device according to a patient tailored presentation that is generated 
by the processor based on data stored in the memory to at least one of 1) provide 
medical information to the^patient appliance and 2) reviewing information stored 
in the patient appliance;) 

2) means for selectively establishing a first communication link 
between the informa/ion management center and a patient appliance assigned to a 
patient whose medfcal information is being managed by the information 
management center for communicating data from the patient appliance to the 
information management center; 
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3) means for selectively establishing a secona communication link 
between the information management center and a thirdyparty terminal of a third 
party authorized by a patient whose medical information is being managed by the 
information management center to allow such a third-party access to the medical 
information associated with such a patient for reviewing same, wherein 
interaction between the third party terminal and/the information management 
center via the second communication link is governed by a third party- 
management center protocol so that a third/party interacting with the information 
management center via the third party terminal is provided with a third-party 
tailored presentation different from the patient tailored presentation and different 
from the healthcare professional tailored presentation; 

b) providing a first advertisement field in the third-party tailored 
presentation or the patient tailored presentation; and 

c) selling use of thes first advertisement field for displaying an 
advertisement therein. / 

57. A memod according to claim 56, further comprising: 

d) providing a second advertisement field in the other of the patient 
tailored presentation^ and the third-party tailored presentation; and 

e) Celling use of the second advertisement field for displaying an 
advertisement therein. 
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58. A method according to claim 56, wherein the medical information 
management system comprising further comprises me&ns for selectively establishing a 
third communication link between the information management center and a healthcare 
professional terminal of a healthcare professionaysupervising a patient whose medical 
information is being managed by the informatic/n management center, wherein interaction 
between the healthcare professional terminal And the information management center via 
the third communication link is governed by a healthcare professional-management center 
protocol so that a healthcare professional/interacting with the information management 
center via the healthcare professional terminal is provided with a healthcare professional 
tailored presentation different from tl/e patient tailored presentation and different from the 
third-party tailored presentation, anti further comprising: 

f) providing a thira advertisement field in the healthcare professional 
tailored presentation; and / 

e) selling useyof the third advertisement field for displaying an 
advertisement therein responsive to the caregiver accessing the medical information 
management system via /he third communication link. 
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